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BLIND BEARING PULLER SET 
MODEL NO: CHT700

PART NO: 1801700
USER
INSTRUCTIONS

LS1211
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GUARANTEE

This product is guaranteed against faulty manufacture for a period of 12 
months from the date of purchase. Please keep your receipt which will be 
required as proof of purchase. 

This guarantee is invalid if the product is found to have been abused or 
tampered with in any way, or not used for the purpose for which it was 
intended.

Faulty goods should be returned to their place of purchase, no product can 
be returned to us without prior permission. 

This guarantee does not effect your statutory rights.

SAFETY 

1. DO NOT use this product if damaged.

2. If the vehicle to be worked on is raised, ensure that it is adequately 
supported with axle stands or ramps and chocks.

3. Wear approved eye protection. A full range of personal safety equipment 
is available from your Clarke dealer.

4. Wear suitable clothing to avoid snagging. Do not wear loose jewellery and 
tie back long hair.

5. If working off the vehicle, secure the work piece in a vice or clamp it to a 
work bench.

6. DO NOT operate puller if you are tired or under the influence of alcohol, 
drugs or intoxicating medication.

7. IMPORTANT: Always refer to the vehicle manufacturer’s service instructions 
to establish the correct procedure. These instructions are provided as a 
guide only.

CONTENTS

Slide hammer

25mm - 32mm Attachment 

18mm - 25mm Attachment 

15mm - 19mm Attachment

10mm - 14mm Attachment
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INSTRUCTIONS

1. Before using the required 
attachment, disassemble and 
grease as shown in fig.1. 
Reassemble the attachment.

2. Screw the attachment into the 
shaft of the slide hammer, as 
shown in fig.2. Tighten the 
attachment using a wrench. 

NOTE: Do not over tighten.

3. Ensure the attachment jaws are 
completely closed by turning the 
handle, fig. 3 anti-clockwise while 
holding the attachment head.

4. Insert the attachment into the 
bearing, fig.4.

5. Turn the handle clockwise. This will 
open the attachment jaws and 
grip the bearing.

6. Hold the bearing puller and slide 
the hammer towards thebearing 
end of the shaft and then quickly 
slide the hammer to the other end 
of the shaft.

7. Repeat step 6 until the bearing has 
been removed.

• Ensure the bearing is being 
pulled out evenly, if not, remove the puller attachment and use a 
soft faced mallet to tap the bearing back until it is seated squarely.

8. Turn the handle anticlockwise to close the jaws and release the bearing.
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