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NIGHT VISION SCOPE

MODEL: CNV150

PART NUMBER: 4499205

Generation 1 devices use an image
intensifier that consists of a single or
three stage image input vacuum
tube, which amplifies weak images.
Please note that the details and specifications
contained herein are correct at the time of
going to print. However CLARKE International
reserve the right to change specifications at any
time without prior notice.

DO NOT remove lens cap in
daylight or expose to other
strong light sources, especially
direct sunlight.
If this instruction is not adhered
to, this could lead to permanent
damage to your scope.

WARNING

This CLARKE product is guaranteed
against faulty manufacture for a
period of 12 months from the date
of purchase. Please keep your
receipt as proof of purchase.

Originally designed to give soldiers
the ability to move and fight in total
darkness, night vision now provides
hunters and wildlife enthusiasts the
ability to observe nocturnal animals
in their natural environment. Night
vision works by collecting light that
cannot be seen with the naked eye,
and focusing it on an image
intensifier.

Faulty goods should be returned to
their place of purchase, no product
can be returned to us without prior
permission.
This guarantee does not affect your
statutory rights.

This guarantee is invalid if the product
is found to have been abused or
tampered with in any way, or has not
been used for the purpose for which
it was intended.

GUARANTEE

How Night Vision Works

Thank you for purchasing this
Generation 1 night vision scope.

CLARKE

Please read these instructions carefully before
using your scope.

SAFETY PRECAUTIONS

Your new scope is manufactured to a very high
standard, if used as directed it will provide you
with many years of trouble free use.

NEVER
look directly at the sun or any other
source of bright light, as by doing so could lead
to permanent loss of vision, and or permanent
damage to your scope.

NEVER
place the scope in a position where
the sun can be directed through the lenses,
Fire may result as a consequence.

Specifications
Model CNV150
Weight: ............................................................................ 0.3Kg
Dimensions L x W x H: ..................................................... 173 x 51 x 78mm
Magnification: ................................................................ 2 times
Max view: ........................................................................ 150m
Field of view .................................................................... 15 degrees
Objective aperture: ...................................................... 34mm
Objective focal length: ................................................ 57mm
Focus range: ................................................................... 0.5m
Diopter correction: ........................................................ + - 4D
Eye relief: ......................................................................... 10mm

Power supply: ................................................................. 2 x AAA batteries (not supplied)
Light source: ................................................................... Infra red

Operation

If using the scope in total darkness, it will be
necessary to use the I/R lamp, this is achieved
by depressing and holding the I/R button. By
releasing the I/R button, the I/R lamp will go
off.

Remove the lens cap and observe the subject
to be viewed, focus the scope by slowly turning
the diopter lens, then bring the subject into
focus by turning the objective lens ring, until
the subject is clear. If using I/R, take care not to
obstruct the lamp whilst making this
adjustment.

This will illuminate the intensifier tube, producing
a green image.

Instructions For Use
Fig. 1

To switch the scope on, press and hold the
power button.

Fig. 2

Before use, install 2 AAA batteries (not
supplied).
To install batteries, open battery compartment
by depressing the catch in direction of arrow
and removing the cover Fig. 1.
Ensure correct polarity, when installing
batteries, otherwise damage to the scope
could occur.
For correct polarity see Fig. 2. Positive and
negative symbols are also indicated inside
battery compartment.
After installation of batteries, replace the cover
by carefully locating the notch on the flat end
of the cover in battery compartment, and
push cover in until it clicks in place, DO NOT
use force.
Your scope is now ready for use.

When finished viewing, release the power
button to switch the scope off, the intensifier
will remain green for a couple of minutes after
releasing the power button, this is the afterglow
and is normal.

NOTE: if the scope is not to be used for a while
we recommend the batteries are removed.





When the scope is not to be used for long
periods, store it in a well ventilated location,
avoiding high temperatures and humidity.

The body can be wiped over with a soft
damp cloth,
use any chemicals or
abrasive cleaners.

Remove any dust from the lenses with a
blower and/or a soft lens brush which can
be purchased from any camera shop. The
lenses can be cleaned using approved lens
cleaning solution and a soft lens cloth.

Taking Care Of Your Scope



Avoid strong impacts caused by bumping
or dropping the scope.

DO NOT



apply excessive force when using
the scope.

DO NOT
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