
IMPORTANT: Please read before use
Correct mixing is essential to successful application
2 PACK FLOOR PAINT - GREY
MODEL NO: FP4L

PART NO: 3051280
MIXING INSTRUCTIONS
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WHY IS THIS IMPORTANT

You must mix the two-pack coating correctly before use. Many coating 
failures are the result of unsatisfactory mixing.

The pack comprises of a Part A and a Part B; one part contains the reactive 
resin, whilst the other contains the curing agent. The ratio of resin to hardener is 
in the correct proportion as supplied.

If mixing is not thorough enough, there may be areas that are richer in either 
Part A or Part B, which may result in any or all of the following:

• Patchy, inconsistent gloss.

• Inconsistent hardness, 

• Coating failure, such as delamination

• Film defects such as blooming

• Stickiness or uncured, un-reacted paint

WHAT IS INDUCTION TIME?
The induction time is a period of time in which the freshly mixed material is 
allowed to stand before application.

And herein lies an additional problem with using inadequate mixing tools 
(such as paddle stirrers, potato mashers or shakers); the time required to mix 
the materials thoroughly would certainly exceed the induction time of the 
product, which means that the curing reaction would commence well before 
mixing is complete! This is particularly true of solvent-free coatings.

You must therefore use a power mixer to mix the product thoroughly

MIXING OF TWO-PACK COATINGS

RECOMMENDED INSTRUCTION SEQUENCE FOR MIXING TWO-PACKS:

1. Ensure the clean-up solvent is available before commencing application.

2. Mix the contents of each container thoroughly with a power mixer (not by 
hand). Scrape the sides and the bottom of the can as you go.

3. Ensure bases have been tinted to the correct colour.

4. Box all containers before use to ensure colour consistency.

5. Add the components in the recommended sequence under constant 
stirring. This usually involves two people, one to pour and one to mix. Mix 
the contents of both packs together thoroughly using a power mixer for at 
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least 3 minutes. Scrape the sides and the bottom of the container as you 
go to ensure that all of part A and B are mixed.

6. Perfectionists usually transfer to a separate, clean container to avoid 
contamination of un-reacted material. While this is to be admired, if the 
sides and base of both containers are scraped and effectively mixed, then 
this is usually unnecessary.

7. Allow mixture to stand for the recommended induction time, as stated on 
the data sheet.

THE COLOUR IN THE CAN SEEMS TO CHANGE AS IT BEING STIRRED. WHY?

1. When paint is tinted, the coloured pigments in the tinter slowly become 
dispersed into the paint. The colour of the paint therefore can change from 
its original colour to that of the formulated colour. The longer the paint is 
mixed, the more thorough the pigment is dispersed, and the closer the final 
colour of the paint will match that of the colour card or sample for which 
the formulation was created.

WHAT IS “BOXING”?

Boxing refers to the process of ensuring consistency of colour across several 
containers of tinted paint. This process is not required for “factory packaged” 
coloured paint, especially if the paint containers all carry the same batch 
number.

When several containers of paint are tinted to the one specified colour, minor 
variations in colour may occasionally occur between the containers, or 
perhaps just one container might be a little different from the others.

To ensure absolutely perfect colour consistency, all the containers of tinted 
paint (or the tinted component of a two-pack kit) should be poured into a 
separate container, or “boxed”, prior to mixing and application. After boxing, 
the tinted component should be poured back into the original containers so 
that the kits can then be mixed in their correct proportions as required.

The procedure for boxing 3 containers of tinted components is as follows:

1. Obtain a clean container of the same size (or larger) as the containers to 
be boxed.

2. Mix the contents of each container thoroughly to ensure tinter is well 
incorporated.

3. Pour 1/3 of the contents of each container into the empty container and 
mix well.

4. Pour the boxed material back into the original containers.

5. Repeat step 2.
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TECHNICAL DATA

SURFACE PREPARATION
Make sure that the surface is free from rust, moisture, oil or other surface 
contamination.

APPLICATION
AIRLESS SPRAY - Nozzle Size 18-21 thou, Fan Angle - 80o, Tip Pressure 2000-2500 
P.S.I.

Product Code FP4L

Part Number 3051280

Product description Two Pack Epoxy Floor Paint

Colour Grey

Flashpoint 22-37 (Closed cup)

Drying Times Touch Dry: 1-2 Hours       Hard Dry: Overnight

Volume Solids 52+/- 2%

Recommended WFT: 75 Microns

Recommended DFT: 40 Microns

Theoretical Spreading Rate: 13 Square meters/Litres @ recommended wet 
film thickness

Thinners 50/14

Shelf Life 12 Months (unopened)

VOC 423 +/- 20g/Litre
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