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INTRODUCTION

Thank you for purchasing this CLARKE Parking Barrier.

Before attempting to use this product, it is essential that you read this manual
thoroughly and carefully follow all instructions given. In doing so you will
ensure the safety of yourself and that of others around you, and you can also
look forward to the product giving you long and satisfactory service.

GUARANTEE

This CLARKE product is guaranteed against faulty manufacture for a period of
12 months from the date of purchase. Please keep your receipt as proof of
purchase. This guarantee is invalid if the product is found to have been
abused or tampered with in any way, or not used for its intended purpose.

Faulty goods should be returned to their place of purchase, no product can
be returned to us without prior permission. This guarantee does not effect
your statutory rights.

ENVIRONMENTAL PROTECTION

Do not dispose of this product with general household waste. All tools,
accessories and packaging should be sorted, taken to a recycling
centre and disposed of appropriately.

TECHNICAL SPECIFICATION

Dimensions: Height  420 mm    Width 750 mm    Tube dia 40 mm

Weight: 5 kg

CONTENTS:
1 x U-shape tube barrier 1 x Holding arm 1 x Locking arm
1 x Padlock with keys 3 x Mounting Brackets 6 x 20 mm bolts/nuts
6 x Expansion bolts 2 x Self-adhesive stripes (red)

TOOLS REQUIRED

Hammer drill  with 10 mm masonry bit

2 x 10 mm wrenches
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INSTALLATION

1. Slide the loop of the holding arm over
the U-tube as shown in Fig 1.

2. Attach a bracket to each end of the
U-tube and one end of the locking
arm, using the bolts and nuts as shown
in Fig 2, making sure the nuts are
concealed inside the tube.

3. Tighten the bolts using two 10 mm
wrenches, ensuring that the bracket
still hinges freely on the end of each
tube.

4. Slide the locking arm into the holding
arm and retain using the padlock.

5. Place the Parking Barrier in the
desired position in its raised
configuration as shown in Fig 3 and
mark the positions of the expansion
bolts through the holes in the
mounting brackets.

• When positioning, make allowance
for the space required to hinge the
barrier up and down in the presence
of vehicles.

6. Using a suitable drill with a 10 mm
masonry bit, drill the mounting holes
where marked, to accommodate the
expansion bolts.

7. Insert the expansion bolts though
each fixing hole from above, screwing
the components together finger tight
as shown in Fig 4.

8. Position the barrier with all six bolts
sunk into the mounting holes. Check
the brackets are touching the ground
before tightening the expansion  bolts
with a 10 mm wrench.

• This will expand the sleeve of the
expansion bolt and fix the barrier in
position.

9. Wrap the coloured adhesive bands
around the barrier.
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