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INTRODUCTION

Thank you for purchasing this CLARKE product. Before attempting to use this 
product, please read this manual thoroughly and follow the instructions 
carefully. In doing so you will ensure the safety of yourself and that of others 
around you, and you can look forward to your purchase giving you long and 
satisfactory service.

GUARANTEE
This product is guaranteed against faulty manufacture for a period of 12 
months from the date of purchase. Please keep your receipt which will be 
required as proof of purchase. 

This guarantee is invalid if the product is found to have been abused or 
tampered with in any way, or not used for the purpose for which it was 
intended.

Faulty goods should be returned to their place of purchase, no product can 
be returned to us without prior permission. This guarantee does not effect your 
statutory rights.

SPECIFICATION

SAFETY PRECAUTIONS

1. This cabinet is not recommended for outdoor use.

2. Do not climb on this product or use as a ladder.

3. Do not modify this product in any way.

4. Position the cabinet on a level surface. If standing on an un-even surface 
the units could become unstable and tip, causing personal injury or 
product damage.

5. The cabinets can be stacked up to 4 cabinets high (max), but care should 
be given to the overall weight of the loaded assembly. Always try to 
distribute the load evenly.

6. When lifting the cabinet into position, it recommended that this be done 
by two persons.

7. When mounting the cabinets on a wall it is essential that suitable fixings 
(not supplied) are used. These must be suitable for the type of wall and the 
expected weight of the loaded cabinets.

Dimensions (mm) 862 wide x 304 deep x 263 high

Weight 9 kg
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CONNECTING CABINETS

1. Align the keyholes on the bottom of the upper cabinet and the top of the 
lower cabinet, then press the plastic plugs into the keyholes and insert the 
plastic screws into the plastic plugs, thus locking the units together.

2. Install more cabinets together in the same manner as above if required 
(max 4 cabinet units).

WALL HANGING

• IT IS ESSENTIAL THAT EACH CABINET IS INDIVIDUALLY FIXED TO THE WALL IN 
ORDER TO SUPPORT THE WEIGHT WHEN LOADED.

1. Mark the intended position of the cabinet on the wall. Accurately measure 
the distance between the centres of the holes on the back of the cabinet.

2. Mark these hole centres on the wall and drill holes for suitable fixings (not 
supplied). Install the screws in position.

3. The cabinet can now be hung on these screws, ensuring the head of each 
screw locates into the keyhole on the back of each panel.

MAINTENANCE

The cabinet surface may be cleaned with a mild detergent and water. 
Grease and oil can be removed with most standard cleaning fluids. For safety, 
a non-flammable cleaning fluid is preferred.
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